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DECLARATION OF PERFORMANCE 

No. 1683-CPR-0034 
 
 

1.  Unique identification code of the product-type : 

COULIS SPECIAL SUPERSTRESSCEM 
 

2.  Type, batch or serial number or any other element allowing identification of the construction product as required 
under Article 11(4) : 
See 1. 
 

3.  Intended use or uses of the construction product, in accordance with the applicable harmonised technical 
specification, as foreseen by the manufacturer : 
Special grout for the injection of ducts in post-tensioning works. 
 

4.  Name, registered trade name or registered trade mark and contact address of the manufacturer as required 
under Article 11(5) : 
EQIOM SAS, Colisée Gardens, 10 avenue de l’Arche, 92419 COURBEVOIE Cedex  
Plant : DANNES 
 

5.  Where applicable, name and contact address of the authorised representative whose mandate covers the tasks 
specified in Article 12(2) : 
Not applicable. 
 

6.  System or systems of assessment and verification of constancy of performance of the construction product as 
set out in CPR, Annex V : 
System 1+. 
 

7.  In case of the declaration of performance concerning a construction product covered by a harmonised 
standard : 
Not applicable. 
 

8.  In case of the declaration of performance concerning a construction product for which a technical evaluation 
was delivered : 
The accreditation body CEREMA issued the European technical agreement ETA 07/0269 on the basis of the 
EAD 160027-00-0301. 
The ASQPE, notified body n°1683, performed the initial inspection of the manufacturing plant and of 
factory production control under system 1+ and issued the certificate N°1683-CPD-0007. 
 

9.  Declared performance 
 

Essential characteristics Performances Harmonised technical 
specification 

Cone fluidity  ≥12s at T0 and ≤25s between T0 
and T0 +2h 

ETA 07/0269 
 

Bleeding 0,0% at 3h and 0,0% at 24h 

Variation in volume Between -1% and +5% 

Compressive strength CS at 28days ≥50 MPa 

Setting time Initial setting time ≥180min and 
Final setting time ≤24h 

 

10.  The performance of the product identified in points 1 and 2 is in conformity with the declared performance in 
point 9. This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 4. 
 
Signed for and on behalf of the manufacturer by : 
 

Frédéric MILLOT, 
Certification Coordinator et Quality Manager 

 
A Courbevoie, le 12/01/2024  

 


